
LIVERPOOL
El proyector perfecto para cualquier 
aplicación de iluminación exterior, en 
especial en PISTAS DE PÁDEL y TENIS.

FLICKER FREE
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L I G H T I N G  M O M E N T S
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LIVERPOOL 70W

LIP70WBF60  |  5700K  |  60°
LIP70WBN60  |  4000K  |  60°
LIP70WBC60  |  3000K  |  60°

LIP70WBF120  |  5700K  |  120°
LIP70WBN120  |  4000K  |  120°
LIP70WBC120  |  3000K  |  120°

LIP70WBF12065  |  5700K  |  120x65°
LIP70WBN12065  |  4000K  |  120x65°
LIP70WBC12065  |  3000K  |  120x65°

LIVERPOOL 100W

LIP100WBF60  |  5700K  |  60°
LIP100WBN60  |  4000K  |  60°
LIP100WBC60  |  3000K  |  60°

LIP100WBF120  |  5700K  |  120°
LIP100WBN120  |  4000K  |  120°
LIP100WBC120  |  3000K  |  120°

LIP100WBF12065  |  5700K  |  120x65°
LIP100WBN12065  |  4000K  |  120x65°
LIP100WBC12065  |  3000K  |  120x65°

LIVERPOOL 200W

LIP200WBF60  |  5700K  |  60°
LIP200WBN60  |  4000K  |  60°

LIP200WBF120  |  5700K  |  120°
LIP200WBN120  |  4000K  |  120°

LIP200WBF12065  |  5700K  |  120x65°
LIP200WBN12065  |  4000K  |  120x65°

LIVERPOOL 240W

LIP240WBF60  |  5700K  |  60°
LIP240WBN60  |  4000K  |  60°

LIP240WBF120  |  5700K  |  120°
LIP240WBN120  |  4000K  |  120°

LIP240WBF12065  |  5700K  |  120x65°
LIP240WBN12065  |  4000K  |  120x65°

LIVERPOOL 150W

LIP150WBF60  |  5700K  |  60°
LIP150WBN60  |  4000K  |  60°
LIP150WBC60  |  3000K  |  60°

LIP150WBF120  |  5700K  |  120°
LIP150WBN120  |  4000K  |  120°
LIP150WBC120  |  3000K  |  120°

LIP150WBF12065  |  5700K  |  120x65°
LIP150WBN12065  |  4000K  |  120x65°
LIP150WBC12065  |  3000K  |  120x65°

Accede al vídeo de la 
familia LIVERPOOL

Opciones de 
REGULACIÓN

Temperatura de 
TRABAJO

0/1-10V DALI

-40°C

+50°C


